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SPRAVA
COMMUNICATION
0: YUDELENI HOMOLOGIZACIE concerning: ¥ APPROVAL GRANTED
ROZSIRENIHOMOLOGHZACIE APPROVALEXTENDED
ODOBRATI HOMOLOGIZACIE APPROVAL WITHDRAWN
DISCONTINUED

typu elektriekej/elektronickej montiznej podzostavy' z hl’adiska Predpisu ¢.10
of a type of eleetrieal/electronic sub-assembly * with regard to Regulation No. 10

Homologizacia ¢.: E27%10R-06%1313*00
Approval No. :

1.  Znacka (obchodny ndzov vyrobcu):
Mark (trade name of manufacturer):

2. Typ a vSeobecné obchodné oznacenie(a):
Type and general commercial description(s):

2.1 Odvodené varianty

Derived types

3. Prostriedky identifikacie typu, ak st vyznacené na
vozidle/komponente/samostatne] technicke;
jednotke!”

Means of identification of type, if marked on the
vehiele/component/ separate technical unit:”

Rozsirenie ¢.: -
Extension No. :-

Motogadget

tlacidlo, mo.prepinac zakladny
pushbutton, mo.switch basic

mo.prepina¢ mini black edicia 22 mm,
mo.prepina¢ mini silver edicia 22 mm,
mo.prepinac¢ mini black edicia 1 palec,
mo.prepinac mini silver edicia 1 palec
mo.switch mini black edition 22 mm,
mo.switch mini silver edition 22 mm,
mo.switch mini black edition 1 inch,
mo.switch mini silver edition 1 inch

na vyrobnom $titku

on the manufacturer plate

E27*10R-06*1313*00

v Nehodiace sa Skrtnite

Strike out what does not apply
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3.1 Umiestnenie tohto oznacenia:
Location of that marking:

4.  Kategoria vozidla:
Category of vehicle:

5. Meno a adresa vyrobcu:
Name and address of manufacturer:

6. 'V pripade komponentov a samostatnych technickych

jednotiek miesto a spdsob pripevnenia
homologiza¢nej znacky:

In the case of components and separate technical
units, location and method of affixing of the ECE

approval mark:

7.  Adresa(y) montazneho(ych) zavodu(ov):
Address(es) of assembly plant(s):

8.  Pripadné doplnujice informacie. Pozri doplnok:

Additional information (where applicable): See
appendix:

9.  Technicka sluzba zodpovedna za vykondvanie skusok:
Technical Service responsible for carrying out the

tests:

10. Datum skuSobného protokolu:
Date of test report:

11.  Cislo skusobného protokolu:
No. of test report:

12.  Pripadné poznamky: Pozri doplnok
Remarks (if any): See appendix

13.  Miesto:
Place:

Stitok — vrchna &ast’ vyrobku
Plate — on top part of the product

Motogadget GmbH,
Wollenberger Strafe 4 i-j,
13053 Berlin,

Nemecko / Germany

Na vyrobnom $titku alebo vytla¢ené na kryte

vyrobku

On the manufacturer plate or printed on the

product housing

Motogadget GmbH,
Wollenberger Strafle 4 i-j,
13053 Berlin,

Nemecko / Germany

EVPU as.

Trencianska 19

018 51 Nova Dubnica

Slovenska republika / Slovak Republic

04. decembra 2025
December 04", 2025

HP*10R-06*1313*00
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14.

15.

16.

17.

Déatum: 10. februara 2026
Date: February 10", 2026
ePodpis: Ing.
Dusan Stofik
O.PRAVNENIE 1013
Riaditel odboru
Podpis: Dusan Stofik ’ :
Signature: for the minister

Je priloZeny index ¢islo informac¢ného zviazku
uchovévaného homologizaénym orgdnom, ktory je
mozné na vyziadanie ziskat'.

The index to the information package lodged with the
Approval Authority, which may be obtained on
request, is attached:

Dovody rozsirenia:
Reasons for extension:

Homolog. protokol: HP*10R-06%1313*00
Protokol o skuske: EMC: 0-0271E/25
ISO certifikat 9001: 2015, Audit report
Informaény dokument

Approval report: HP*10R-06%1313*00
EMC Test Report: 0-0271E/25

IS0 certificate 9001: 2015, Audit report
Information Document

E27*10R-06*1313*00
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1.

1.1

1.2

Doplnok k oznameniu o typovej homologizacii ¢. E27*10R-06%*1313%00
tykajici sa homologizacie elektriekej/elektronickej podzostavy
podla predpisu ¢. 10
Appendix to type — approval communication form No. E27*10R-06*1313*00 \'%;
concerning the type — approval of an efeetrieed/electronic
sub-assembly under Regulation No. 10

Doplitujuce informécie:

Additional information:

Menovitého napitie elektrického systému: ....[V],
kladné/zaporné ukostrenie!

Electrical system rated voltage: ........
V. pos/neg ground ¥

Tato ESA moze byt pouzita na l'ubovolnom type
vozidla s nasledujucimi obmedzeniami:

This ESA can be used on any vehicle type with the
following restrictions:

Séria mo.switch s modularne ovladacie
jednotky s tla¢idlami montovanymi na riadidla
motocyklov.

Poskytuju pouZivatel’sky vstup pre funkcie ako
klakson, svetla, smerovky a Startér, pricom sa
pripajaju k externej riadiacej jednotke
(mo.unit).

V zavislosti od verzie méze kazdé telo
obsahovat’ 2—-6 momentovych tlacidiel s
volitePnymi integrovanymi LED diédami.
Jednotky su dostupné v roznych
konfiguraciach:

mo.switch basic: 4-6 tlacidiel, maximalne 0,1
A.

The mo.switch series are modular handlebar-
mounted push-button control units for
motorcycles.

They provide user input for functions such as
horn, lights, indicators, and starter, connecting
to an external control unit (mo.unit).
Depending on the version, each housing
accommodates 2—6 momentary push buttons
with optional integrated LED:s.

The units are available in various
configurations:

mo.switch basic: 4—6 push buttons, 0.1 A max

12 V, zaporné ukostrenie

12 V, negative ground

Len pre 12 V motocyklové systémy.
Urcené len na pouZivanie v kombindcii s
elektronickymi riadiacimi modulmi (napr.
mo.unit alebo mo.relay+).

Nevhodné na priame spinanie zat'aze —
tlacidla spinaju iba signaly ukostrenia.
Nie je urcené pre vozidla s elektrickymi
systémami s kladnym ukostrenim.

Musi byt’ nainStalované certifikovanym
motocyklovym technikom v chranenom
prostredi (bez priameho vystavenia vode alebo
nadmernému teplu).

For 12 V motorcycle systems only.

Only intended for use in combination with

E27*10R-06*1313*00
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1.2.1

1.3

1.3.1

1.4

1.5

Podmienky inStalécie (ak st):
Installation conditions, if any:

Tato ESA sa mdZze pouzivat’ len na nasledujucich
typoch vozidiel:

This ESA can be used only on the following vehicle
types:

Podmienky instalécie (ak su):
Installation conditions, if any:

Konkrétna pouzita(é) skasobna(é) metoda(y) a
frekvencné pasma na stanovenie odolnosti boli:
(uviest’ prosim presnu pouzitu metédu z prilohy 9).
The specific test method(s) used and the frequency

ranges covered to determine immunity were: (Please

specify precise method used from annex 9)

Laboratorium akreditované podl'a ISO 17025

a uznané homologiza¢nym organom zodpovednym za

vykonavanie skusok:

Laboratory accredited to ISO 17025 and recognized

by the Approval Authority responsible for carrying
out the tests:

Poznamky:
Remarks:

electronic control modules (e.g., mo.unit or
mo.relay+).

Not suitable for switching loads directly — push
buttons switch ground signals only.

Not for use on vehicles with positive-ground
electrical systems.

Must be installed by a certified motorcycle
technician in a protected environment (no direct
exposure to water or excessive heat).

EVPU as.

Trencianska 19

018 51 Nova Dubnica

Slovenska republika / Slovak Republic
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